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design features

technical highlights

accessories

!  An especially stable connection of guidance bars and cassette also allows an assembly just via the guidance 
bars, without cassette assembly  •  The cassette with brush-seal protects the cover in retracted condition 
against dirt  •  With cassette assembly, freely selectable console seat up to 35 cm in front of the outer edge   
•  Guidance bars can overhang the outermost bracket by up to 100 cm freely. Therefore even more sun 
protection  •  To avoid contact between cover and winter garden, large extensions are delivered with one 
respectively two cover support bars  •  For the assembly, a very extensive bracket selection is available  •  
Brackets with patented clip-system for an easy, smooth awning assembly  •  Motor with electronic emergency 
shut-down at overloading and obstacles. Not with radio motor)  •  Permanent high cover tension by two 
special gas-pressure springs operating independently of each other  •  The highly tearproof transport tapes 
provide a durably fairly silent awning running  •  The trolleys with special rolls guide the front pro"le and 
allow it to extend and retract fairly silent  •  Tape guide rollers with maintenance-free ball bearings  in Te#on-
coated sockets. For durable  running smoothness  •  Order-oriented individual  manufacture made according 
to special instructions. For the shading to "t exactly to your winter garden or your canopy  •  Awnings with 
more than 400 cm width are delivered as coupled construction  •  Awnings with more than 650 cm width are 
delivered as coupled construction  •  Awning covers sewed together in the upper thread with extra UV-rays 
resistant sewing thread

Cassette pro"le, guidance bars and front pro"le are suited one to the 
other for an elegant winter garden awning to the detail

The retracted awning-cover is protected against atmospheric in#uences 
by an all around closed cassette

Well-shaped, rounded side cover caps complete the appearance of this 
slander cassette

For long-lasting goodliness: Awning powder-coated

Awning-covers made of acrylic or sunsilk SNC with self-cleaning effect

External shading, so the warmth can not reach the winter garden at all

By the extra stable awning construction, also large areas up to 35 m$ 
can be shaded safely with a single unit, with one cover

Stable supporting cassette with service covers easy to maintain

Extra thick 95 mm cover shaft with self-aligning ball bearing assures 
also at great widths the highest stability and an optimal awning cover 
winding-behaviour

Stable aluminium-made front pro"le with doubled welting slot for cover 
"xture for high safety and optimized rain water drain

Radio motor with hand sender for comfortable operation. markilux hand 
sender - designed ergonomically

Wall sealing pro"le for covering the gap between awning and wall

markilux radiant heater in a compact aluminium housing. Comfortable 
warmth without warm-up time in a surrounding area of approx. 9-12 m$.

awning available in RAL-special colors

An radio sun- and wind sensor which is easy to install guarantees 
comfort and protection - also in absence.

The conservatory awning with the proven design
for large areas of glass

markilux 8000



conservatory awning 8000markilux

side view of the 
cassette

self-supporting  
cassette construction

wall sealing pro•le

extended

optional accessories:RAL colours:

cover support tube

coupled unit retracted

coupled unit extended (2 •elds)

motor drive hidden 
in the roller tube
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Dimensions and Speci•cations
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= available14) from 401 cm extension, an additional track bracket per track is required.
15) The cassette requires additional support in the middle from a width of 451 cm
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application

operation

covers

other accessories

coupled units

RAL 9016

RAL 8019

RAL 9006
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400•••

450•••

500•••

550•••

600•••

650•••

700•••

exterior

interior

radio-controlled motor

motor
stainless steel winding handle with funnel con-
nector
cord pulley system

hooked staff

acryl 34 (341..-347..)

sunsilk snc (324../329..)

transolair (339..)

oversized fabrics (349..)

signature (369..)

SOLTIS 92

PVC

Trevira CSTrevira CS

perfotex (333..)

transilk FR (319..)

perla FR (374../379..)

wall sealing pro!le

frame system markilux RS 8000

arch construction

2 coupled units

3 coupled units
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overall width

74-150 151-200 201-250 251-300 301-350 351-400 401-450 451-500 501- 550 551-600 601-650

smallest  
!xture width

smallest 
!xture width 
for awnings  
in Soltis 92

Frame colours

single unit 1 !eld, 1 motor

•xture width/order width de•nition:  The order width is the measurement 
from track centre to track centre i.e. from !xture point to !xture point on 
the conservatory. The overall width of the awning is 80 mm larger than 
the !xture width. The !xture width tolerance is + 0 / -20 mm.
de•nition of the extension:  The nominal extension is measured with the 
awning extended from the rear edge of the cassette to the leading edge 
of the front pro!le (the track extends a further 70 mm). The extension 
tolerance is + 40 / - 40 mm.
N.B.! If  the motor is used continuously  it will stop automatically after 3 to 
4 minutes to  prevent overheating .
N.B.! Contrary to standard motors  radio-controlled motors  do not have 
the  emergency torque cut-off function  if the front pro!le becomes 
obstructed. If this function is required in combination with radio-
controlled operation, order the standard motor with an external radio 
receiver and an appropriate sender.
In the case of a  bank of awnings  operating simultaneously, the same 
speed of rotation of the motors cannot be guaranteed.
extension of single units with a  standard motor  takes approx.  11 seconds 
per metre .

dimensions in cm
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" = standard
# = optional
– = not available

" = 1 cover support tube
"" = 2 cover support tubes

#$ = wall sealing pro!le up to a max. awning pitch of 25°.
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